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BELLY FAIRING PANELS 185CL/186CR
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There have been 9 reported cases where aft belly fairing access panels
have departed during flight. Three of those incidents occurred in the last
quarter of 2015.

Key Factors:
• Sealant or other F.O.D. contamination in receptacles
• Appropriateness of fasteners type
• Stress margins

Short Term Solution:
• Advisory wire AW700-53-0540, rev. 1 released (Feb.25th, 2016)

Long Term Solution:
• Revise Installation
• Fastener type at critical locations

Panel 185CL & 186CR
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Issue Description:
Recent in-service inspection revealed that some aileron and rudder control cables
were found with tensions below the allowable limits.

Cause:
The Global had no maintenance requirement to manage
the cable relaxation that can occur over time.

Corrective action:
To alleviated this condition  BA introduced new TLMC  task to be carried out at an
interval of 30 months.
• Applicable to all Global aircraft
• TCCA AD CF-2016-06 issue on February 26, 2016
• AW700-27-0553 released on March 14, 2016
• TLMC part 2 section 5-10-40 chapter 5 tasks 27-11-35-101, 27-11-35-102 and 27-21-27-

101
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CABLE TENSION – AILERON & RUDDER



REFERENCE NO: AW700-53-0540, Rev 3  INFORMATION
TYPE:

Maintenance
Operational

ATA: 53-61  EFFECTIVITY: Global Express / XRS
(9002 to 9312, 9314 to 9380,
9384 to 9429)
Global 5000
(9127 to 9383, 9389 to 9400,
9404 to 9431 and 9998)
Global 5000 featuring Global
 Vision Flight Deck (9386, 9401,
9445 to 9997)
Global 6000
(9313, 9381, 9432 to 9997)

SUBJECT: Belly Fairing Access
Panels

AW700-53-0540 �   Basic issue: December 9th, 2015 �   Revision 3: January 4th, 2017 �
Page 1 of 2

1. REFERENCES:

1.1 BD-700 AMM CH 53-61-19 Task 53-61-19-400-801 Installation of the Belly Fairing Access-
Panels (181BB, 183BB, 185BL/186BR, 185CL/186CR).

1.2 AW700-53-0223, Aft Belly Fairing Access Panels - Departed in Flight, July 18, 2007.

1.3 AW700-53-0358, Belly Fairing Access Panels, July 8, 2011.

1.4 Service Bulletin: 700-53-050 (XRS and Express)  Modification-Belly fairings-Replacement
of attachments for the access panels, July 14, 2016

1.5 Service Bulletin: 700-1A11-53-025 (G5000) Modification-Belly fairings-Replacement of
attachments for the access panels, July 14, 2016

1.6 Service Bulletin: 700-53-5009 (GV5000) Modification-Belly fairings-Replacement of
attachments for the access panels, July 14, 2016

1.7 Service Bulletin: 700-53-6008 (G6000) Modification-Belly fairings-Replacement of
attachments for the access panels, July 14, 2016

1.8 AW700-53-0540 Rev 2 Belly Fairing Access Panels, July 14th, 2016
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2. INTRODUCTION:

This Advisory Wire (AW) provides an update to operators on the belly fairing access
panels (185CL and 186CR) that departed in flight.

A Service Bulletin (SB) has been released on July 14, 2016. The SB gives instructions
to replace some fasteners on the 185CL/186CR belly fairing panel. Procedure also
includes installation of an additional bracket.

3. DESCRIPTION:

Since the Service Bulletin release date of July 2016, there have been three occurrences of
disengaged panels from the belly fairing in-flight. These aircraft had not yet incorporated the
Service Bulletin and it has been confirmed that the occurrences are related to the original root
cause.

Bombardier reiterates the importance of carrying out the SB (Ref 1.4 to 1.7) and to
incorporate the design improvement thus avoiding new occurrences. The modification is
simple and takes approximatively 4 hours to perform. Sufficient kit supply has been planned
to support an accelerated implementation in the fleet. It is to be noted that Bombardier has
reduced the free of charge time period for parts and labor from 15 to 12 months, in order to
encourage accelerated implementation.

In the meantime, Bombardier recommends to verify fastener torque frequently in accordance
with AMM task 53-61-19-400-801 (ref 1.1)

4. ACTION:

Bombardier recommends operators do these Service Bulletins (ref 1.4 to 1.7) at their next
scheduled downtime.
Note: These Service Bulletins are managed by dedicated schedule.
Parts and labor are free of charge if a Purchase Order (P.O.) is placed in less than 12
months from Service Bulletin basic issue date. (July 2016)

   Should you have any questions or require more information, please contact your
   Bombardier Field Service Representative FSR or the Customer Response Center CRC.
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AD Number: CF-2017-31 

 

AIRWORTHINESS DIRECTIVE 
This Airworthiness Directive (AD) is issued pursuant to Canadian Aviation Regulation (CAR) 521.427. 
No person shall conduct a take-off or permit a take-off to be conducted in an aircraft that is in their legal 
custody and control, unless the requirements of CAR 605.84 pertaining to ADs are met. Standard 625 - 
Aircraft Equipment and Maintenance Standards Appendix H provides information concerning alternative 
means of compliance (AMOC) to ADs. 

Number: 

CF-2017-31 

ATA: 

53 

Effective Date: 

6 October 2017 

Type Certificate: 

A-177 

Subject: 

Fuselage - Replacement of Attachments for Belly Fairing Access Panels 

Applicability: 

Bombardier Inc. model BD-700-1A10 and BD-700-1A11 aeroplanes, serial numbers 9002 to 9770, 9772 
to 9781 and 9998. 

Compliance: 

Within 15 months from the effective date of this AD, unless already accomplished. 

Background: 

There have been multiple in-service occurrences where operators reported in-flight departure of the aft 
belly fairing access panels, 185CL and/or 186CR. There has been no damage reported to the affected 
aircraft to date, however departure of the panels in any phase of flight could create runway hazards or a 
hazard to persons and property on the ground. 

Bombardier Inc. has issued Service Bulletins (SBs) to incorporate new self−locking nutplates with 
associated hardware (retaining rings and studs) to improve fastener engagement. A bracket has also 
been added to provide two additional panel attachment points.  

This AD requires the incorporation of these design changes to prevent departure of the two aft belly 
fairing access panels in flight and the associated risk on the ground. 

Corrective Actions: 

Incorporate the accomplishment instructions of the applicable Bombardier Inc. SB, as shown in the table 
below. 

Aeroplane Model Bombardier Inc. SB Date 

BD-700-1A10 700-53-050, Revision 01 16 December 2016 

700-53-6008, Revision 01 16 December 2016 

BD-700-1A11 700-1A11-53-025, Revision 01 16 December 2016 

700-53-5009, Revision 01 16 December 2016 

Accomplishment of the above-mentioned SBs at revision Basic Issue, dated 14 July 2016, prior to the 
effective date of this AD, also satisfies the requirements of this AD. 

Aeroplanes that have incorporated Bombardier Inc. Service Request for Product Support Action (SRPSA) 
124026 have met the intent of this AD. 
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Accomplishment of later revisions of the above-mentioned SBs approved by the Chief, Continuing 
Airworthiness, Transport Canada, also satisfies the requirements of this AD. 

Authorization: 

For the Minister of Transport,  

ORIGINAL SIGNED BY 

Rémy Knoerr 
Chief, Continuing Airworthiness 
Issued on 22 September 2017 

Contact: 

Daniel Gosselin, Continuing Airworthiness, Ottawa, telephone 1-888-663-3639, facsimile 613-996-9178 
or e-mail AD-CN@tc.gc.ca or any Transport Canada Centre. 

mailto:AD-CN@tc.gc.ca
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