FAR Part 135 Exemption Request: Sample Letter

Note 1: A pilot operating under the operating rules of 14 CFR Part 91 may in
accordance with the provisions of 14 CFR 43.3(g), perform daily landing gear tire
pressure checks.

Note 2: A pilot operating under the operating rules of 14 CFR Part 135 may not
perform daily landing gear tire pressure checks because this is considered preventive
maintenance and not a simple pre-flight inspection task.

1. In order for pilots to check tire pressure under a Part 135 Certificate, the
Certificate holder must request an exemption under 14 CFR Part 11.

2. Although exemptions are authorized under 14 CFR Part 11, changes and/or
revisions to pilot training requirements must be requested and approved in
accordance with FAR Part 135.325.

3. Revisions to pilot training generally require sufficient information from the
Certificate holder in order for the respective FAA Principle Operations Inspector
to evaluate the proposed training.

4. The attached sample letter (Page 2) is provided as a generic letter for submission
to the respective POI.



SAMPLE LETTER

Principle Operations Inspector (POI)
Flight Standards District Office
Anytown, Anystate USA 123456

Re: Learjet Model 60 Temporary Flight Manual Change
Dear Mr. POI:

The FAA has informed Bombardier that it plans to issue an Airworthiness Directive in
late March regarding the Learjet 60 business jet. This is one element of a strategic effort
to promote safety across the entire aviation industry with respect to proper tire inflation.

Bombardier submitted a Temporary Flight Manual (TFM) Change request to the FAA on
March 6, 2009, for the Learjet 60/60XR. The TFM specifically requires in part that the
Airplane Flight Manual to be modified as follows:

e “The nose and main tire pressures must be checked within 96 hours (not flight
hours) prior to takeoff using the procedures listed in Chapter 12 of the Learjet 60
Maintenance Manual.”

In a legal opinion issued by the Office of the Chief Counsel, Federal Aviation
Administration, dated February 26, 2009, Counsel writes that “checking tire pressure on a
Learjet Model 60 aircraft is preventive maintenance and not a simple pre-flight inspection
task”.

In order to meet the safety requirements of this Change and concurrently maintain our
operational commitments, we are requesting an exemption under 14 C.F.R. part 11 which
would allow our Learjet 60 pilots to check tire pressure. In accordance with FAR
135.325(a) (1), the attached outline is provided for a preliminary evaluation of the
proposed tire pressure training program.

Thank you in advance for your prompt attention to this request.

Respectfully,

Director of Operations



SAMPLE TRAINING OUTLINE

OUTLINE: TIRE PRESSURE CHECKING

l. Explain the Temporary Flight Manual Changes to the AFM for LR60/60XR
Il. Review Limitations and Procedures applicable to Tire Pressure/Tire Pressure
Checking
1. Discuss potential safety issues for non-compliance
IV.  Who can perform a tire pressure check
V. Who can service under/over inflated tire/s
VI. Basic tire pressure information
a. Newly mounted tires
b. Effects of ambient temperature
c. Effects of aircraft loading
d. Dual main tire pressures
VII. Calibrated Tire Pressure Gauge
a. Accuracy is essential
b. Sensitive Instruments
c. Exercising caution with stems/valves
VIIIl. Tire Servicing
a. Maintenance personnel only
IX.  Documentation requirements

Bombardier Learjet’s online Tire Pressure Checking Customer Training Presentation is
located at:

http://www.batraining.com/Online%20Courses/Free%20Courses/Lear60TirePressure/player.html.

The information provided at the link above is intended to enhance, not replace any
practices, policies or procedures contained within the Airplane Flight Manual.



