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SUBJECT: Update Tire Pressure and Servicing
EFFECTIVITY:  All Learjet Aircraft

ATA: 32

This information is of interest to both Maintenance and Operations Personnel
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1.0 REFERENCES:
1.1 Learjet Aircraft Maintenance and Flight Manuals.
1.2 AW 32-045
1.3 Goodyear http://www.goodyearaviation.com/ima/pdf/aircraftmanual.pdf
2.0 INTRODUCTION:
An Aircraft Flight Manual (AFM) update (TFM 2008-09) on tire pressure and servicing is
forthcoming for the Learjet 60 and 60XR.
3.0 DESCRIPTION:
Correct tire inflation is a CRITICAL factor in aircraft operation. Tire pressure and
servicing should be accomplished in accordance with the AFM and Chapter 12 of the
Maintenance Manual. Additionally, for the Learjet 45 and 60 Aircraft the SMART CARDS
are a good resource, keeping in mind, the Aircraft Maintenance and Flight Manuals take
precedent.
4.0 ACTION:

Learjet STRONGLY ADVISES reviewing all available information regarding tire
servicing including the AFM, Maintenance Manual, and Advisory Wires.

Additional information regarding proper tire servicing.

1. Tire pressure must be checked before the first flight of every day.

2. Tire pressure must be checked every ten days on tires installed on parked aircraft.

3. When servicing or checking tire pressures, when the outside air temperature is below 32°
F (0° C), place the aircraft in a hangar for an appropriate amount of time to allow the
tires and valve stems to warm up. This will prevent the valve stem from freezing and stop
leaks through the valve core. In this condition, tire pressure can be increased to
compensate for the temperature/pressure drop which will occur when the aircraft is
moved outside.

4. Every 5°F (3° C) change (decrease) in temperature will result in a corresponding one
percent (1%) change (decrease) in tire pressure.

If you require any further information concerning this Advisory Wire, please call
your Field Service Representative.
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